
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

CONNECTING ROD BUSHINGS 

• Designed and machined in the USA to precise tolerances for exact fitment 

• Available in versatile, universal sizing along with a variety of specific sizes for popular Chevrolet 
and Mopar applications 

• Constructed of proprietary aluminum and bronze alloy blend promoting low operating friction 
and high wear resistance 

• Designed for consistent performance and service life, withstanding the extensive load forces 
between the piston pin and rod small end under operation 

• Press fit design helps ensure strong, secure fit 
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PRODUCT RELEASE 

 

 

Application Specific and Universal Replacement Small End Rod Bushings 

Part numbers and application data continued on next page 
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Part 
Number Description Retail 

01-1000 Chevy SB bushing, 0.89ID, 0.975OD, 1.055L,  
RECOMMENDED BORE SIZE 0.972 - 0.973 $15.63 

01-1001 Chevy SB bushing, 0.926ID, 0.975OD, 1.055L,  
RECOMMENDED BORE SIZE 0.972 - 0.973 $15.63 

01-1002 Chevy SB bushing, 0.926ID, 0.975OD, 1.125L,  
RECOMMENDED BORE SIZE 0.972 - 0.973 $15.63 

01-1003 Chevy SB bushing, 0.89ID, 0.98OD, 1.055L,  
RECOMMENDED BORE SIZE 0.977 - 0.978 $15.63 

01-1004 Chevy SB bushing, 0.926ID, 0.98OD, 1.055L,  
RECOMMENDED BORE SIZE 0.977 - 0.978 $15.63 

01-1005 Chevy SB bushing, 0.925ID, 0.982OD, 0.965L, 
 RECOMMENDED BORE SIZE 0.979 - 0.980 $15.63 

01-1006 Chevy SB bushing, 0.89ID, 1OD, 1.12L,  
RECOMMENDED BORE SIZE 0.997 - 0.998 $15.63 

01-1007 Chevy SB bushing, 0.926ID, 1OD, 1.12L,  
RECOMMENDED BORE SIZE 0.997 - 0.998 $15.63 

01-1008 Chevy SB bushing, 0.89ID, 0.991OD, 1.015L,  
RECOMMENDED BORE SIZE 0.988 - 0.989 $15.63 

01-1009 Chevy SB bushing, 0.926ID, 0.991OD, 1.005L,  
RECOMMENDED BORE SIZE 0.988 - 0.989 $15.63 

01-1010 Chevy SB bushing, 0.926ID, 0.984OD, 0.94L,  
RECOMMENDED BORE SIZE 0.981 - .0982 $15.63 

01-1011 Chevy SB bushing to .875 pin0.874ID, 0.935OD, 1L,  
RECOMMENDED BORE SIZE 0.932 - 0.933 $15.63 

02-1000 Chevy BB bushing, 0.95ID, 1.035OD, 1.06L,  
RECOMMENDED BORE SIZE 1.032 - 1.033 $15.63 

02-1001 Chevy BB bushing, 0.988ID, 1.035OD, 1.06L,  
RECOMMENDED BORE SIZE 1.032 - 1.033 $15.63 

02-1002 Chevy BB bushing, 0.95ID, 1.04OD, 1.06L,  
RECOMMENDED BORE SIZE 1.037 x 1.038 $15.63 

02-1003 Chevy BB bushing, 0.988ID, 1.04OD, 1.06L,  
RECOMMENDED BORE SIZE 1.037 - 1.038 $15.63 

02-1004 Chevy BB bushing, 0.95ID, 1.038OD, 1.125L,  
RECOMMENDED BORE SIZE 1.035 - 1.036 $15.63 

02-1005 Chevy BB bushing, 0.988ID, 1.038OD, 1.125L,  
RECOMMENDED BORE SIZE 1.035 - 1.036 $15.63 

02-1006 Chevy BB bushing, 0.988ID, 1.042OD, 1.125L,  
RECOMMENDED BORE SIZE 1.039 - 1.040 $15.63 

02-1007 Chevy BB bushing, 0.988ID, 1.052OD, 1.12L,  
RECOMMENDED BORE SIZE 1.049 - 1.050 $15.63 

03-1001 340 Mopar bushing (press fit rod), 0.926ID, 0.987OD, 1.2L,  
RECOMMENDED BORE SIZE 0.972 - 0.973 $15.63 

03-1002 340 Mopar bushing (press fit rod) 0.984ID, 1.03OD, 0.93L,  
RECOMMENDED BORE SIZE 1.027 - 1.028 $15.63 

03-1003 340 Mopar bushing (OE bushed rod) 0.984ID, 1.04OD, 0.93L,  
RECOMMENDED BORE SIZE 1.037 - 1.038 $15.63 

03-1004 340 Mopar bushing (press fit rod) 0.984ID, 1.03OD, 1.2L,  
RECOMMENDED BORE SIZE 1.027 - 1.028 $15.63 



 

03-1005 Mopar to SB Chevy bushing - AMC KB Pistons bushing, 0.927ID, 1.01OD, 1.11L, 
RECOMMENDED BORE SIZE 1.007 - 1.008 $15.63 

04-1000 Hemi to SB Chevy bushing (.927 pin) 0.926ID, 1.097OD, 1.1L,  
RECOMMENDED BORE SIZE 1.094 - 1.095 $15.63 

04-1001 426 Hemi bushing (1.031 pin), 1.029ID, 1.088OD, 1.25L,  
RECOMMENDED BORE SIZE 1.095 - 1.086 $15.63 

04-1002 440 Mopar bushing, 1.029ID, 1.096OD, 1.075L,  
RECOMMENDED BORE SIZE 1.093 - 1.094 $15.63 

04-1003 440 Mopar to BB Chevy bushing (.990 pin)0.988ID, 1.097OD, 1.1L, RECOMMENDED 
BORE SIZE 1.094 - 1.095 $15.63 

04-1004 Mopar to BB Chevy bushing (.990 pin)0.988ID, 1.045OD, 1.25L, RECOMMENDED 
BORE SIZE 1.042 - 1.043 $15.63 

09-1000 Universal bushing, 0.825ID, 0.935OD, 1.72L,  
RECOMMENDED BORE SIZE 0.932 - 0.933 $15.63 

09-1001 Universal bushing, 0.865ID, 0.972OD, 1.05L,  
RECOMMENDED BORE SIZE 0.969 - 0.970 $15.63 

09-1002 Universal bushing, 0.875ID, 0.99OD, 1.00L,  
RECOMMENDED BORE SIZE 0.987 - .0988 $15.63 

09-1003 Universal bushing, 0.89ID, 1.125OD, 1.25L,  
RECOMMENDED BORE SIZE 1.122 - 1.123 $15.63 

09-1004 Universal bushing, 0.89ID, 1.2OD, 1.25L,  
RECOMMENDED BORE SIZE 1.197 - 1.198 $15.63 

09-1005 Universal bushing (.866/.875 pin), 0.864ID, 0.975OD, 1.06L,  
RECOMMENDED BORE SIZE 0.972 - 0.973 $15.63 

09-1006 Universal bushing (.927 pin), 0.926ID, 1.04OD, 1.2L,  
RECOMMENDED BORE SIZE 0.923 - 0.924 $15.63 

09-1007 Universal bushing (.990 pin), 0.988ID, 1.12OD, 1.2L, 
 RECOMMENDED BORE SIZE 1.049 - 1.050 $15.63 

09-1008 Universal bushing, 0.92ID, 1.019OD, 0.995L, 
 RECOMMENDED BORE SIZE 1.016 - 1.017 $15.63 

09-1009 Universal bushing, 0.926ID, 1.06L, RECOMMENDED BORE SIZE 0.997 - 0.998 $15.63 
09-1010 Universal bushing, 0.925ID, 0.972OD, 0.97L,  

RECOMMENDED BORE SIZE 0.969 - 0.970 $15.63 

09-1011 Universal bushing, 0.988ID, 1.048OD, 1.07L,  
RECOMMENDED BORE SIZE 1.045 - 1.046 $15.63 
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